BUFFALO IRON WORKS

VENUE SPECIFICATIONS

STAGE SPECIFICATIONS
« 20" WIDE
« 16" DEEP
o SET OF 4 STAIRS ON TO THE STAGE
e PLEASE ONLY USE CARPET,
STAGE OR LIGHT ADHESIVE TAPE ON THE STAGE

AUDIO CONSOLE
e MIDAS M32

MAIN SPEAKER SYSTEM
* 2X JBL STXB25; FLOWN L/R
e 2X JBL STX828S; CENTER UNDER STAGE

MAIN AMPLIFIERS
e 4X CROWN XT14002
ONE PER SPEAKER, EACH BRIDGED

MONITOR SPEAKERS
« 2X 0SC K12; 12" SPEAKER

MONITOR AMPLIFIERS
e 4X CROWN XLS1000;
ONE PER MONITOR, EACH BRIDGED

STANDS
e 14X DRPRO TALL BOOM
e [2X DRPRO SHORT BOOM

INPUT DEVICES

* 53X SHURE SM-37

* 3X SHURE SM-38
 IX SHURE BETA 52A
* 3X SHURE SM-81

* X SHURE BETA 31A
« 3X SENNHEISER 835
o IX AKG D-112

* 6X SENNHEISER EGO4
* X SENNHEISER EBO3
e 2X STERLING ST-31
X AKG C10003

SNAKES & CABLING

e 3X CAT3 LINES RAN FROM STAGE TO FOH

e X 3 CHANNEL SNAKE RAN FROM STAGE TO FOH
« 1X 50" LIVEWIRE 8CH SUB SNAKE

e IX 90" LIVEWIRE 16CH SUB SNAKE

« X 80" WHIRLWIND 6X3 DRIVE SNAKE

* 36X LIVEWIRE 25" XLR

e I6X LIVEWIRE 13" XLR

LIGHTING

o IX ADJ WOLFMIX WMX1

e 4X CHAUVET STATIC WASH DOWNSTAGE
e 8X CHAUVET WASH UPSTAGE

e 4X CHAUVET SPOTS UPSTAGE
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